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CHEMICAL ELECTRODE
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Installation process

ROD 2 1/2 x 1.2
The Parres ROD electrode has a 
chemical charge that provides 
better performance and allows it 
to retain its grounding resistance 
for a long time even in the dry 
season.

A load of ELECTRO-GEL intensifier 
is placed inside the ROD electrode, 
which has the function of forming 
an ionic channel with a 
continuous diffusion of humidity 
that improves the performance of 
the electrode for a long time, thus 
reducing contact resistance.

This design replaces and improves 
commercial tube electrodes since 
it has accessories that improve its 
performance and does not harm 
the environment.

Characteristics

ROD tank contents

Peso (kg)                           10.00 (includes salts) 
Length (m)                          1.2m ó  1.5m 
Diameter (mm)                          2” ,  2.5” y  3” 
Tube Material                         Copper Alloy 1100 
Cable Tail Length (m)         0.50
Tail Wire Gauge                          1/0 AWG
Plug                           Steel

Metallic salts
Bentonite
Hydrogel

Advantages
Greater resistance to corrosion in medium resistivity 
terrain.

The ROD electrode allows for a contact area
greater than that of a copperweld rod.

With the help of chemicals it continuously spreads
humidity, reducing contact resistance.

Drill a hole of approx. 
1.80 meters deep and 
30 cm.

2 Introduce Parres ROD 
Electrode 3 Drill a hole of approx. 1.80 

meters deep and 30 cm.

4 Remove cap to add 
chemicals inside the 
electrode

5 Insert the cover 6 Fill and compact the land, 
proceed to install sewer or 
PVC pipe plus drainage grid.
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Copper tube
Alloy 110
Length 1.2m or 1.5m

It has
UL certificate

Metal cap


